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Glass-ceramic Substrate Ref.  No. 2210-11E

Neoceram N-0 (for Electronic Products)

Neoceram N-0 is a transparent glass-ceramic with almost 
zero-expansion coefficient. The sheet glass N-0 is used for 
the color filter substrate and the micro lens array 
substrate of poly-silicon TFT liquid crystal displays.

Features
˔Good matching with fused quartz substrate in thermal 
   expansion coefficient
˔High visible light transmittance
˔High thermal-shock resistance of △ T=800°C

Properties

Length Width Thickness

160 ʶ 0.4 170 ʶ 0.4 1.1 ʶ 0.05

Diameter Thickness

П 100- П 170 0.5-1.5

(mm)

Dimensional Specifications (example)

Properties/Glass Code N-0

Coefficient of thermal 
expansion

30-380 C˃ ×10-7/K ʵ7

30-750 C˃ ×10-7/K ʵ4

Heat resistant temperature (Short) C˃ 800

Refractive index (nd) 1.54

Density ×103kg/m3 2.5

Bending strength JIS R1601 MPa 170

Vickers hardness Hv (0.2) 700

Volume resistivity Log Л
250 C˃ Њ・cm 7

350 C˃ Њ・cm 5

Dielectric constant 1MHz, 25 C˃ 8




